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Z710-ex
Fully Rugged TableT 

wider range of daTa

a 1d/2d Imager barcode reader, HF RFId reader and 5 mega-

pixel auto-focus camera helps the Z710-ex to capture a wider 

range of data on the move.

coMprehenSive connecTiviTY

gPS, 3.5g WWaN (HSPa+) for voice and data communication as well 

as WiFi and Class 2 bluetooth 2.1 with edR, combine to provide 

faster, more reliable speeds for efficient data delivery in real time.

pinpoinT accUracY

With integrated SiRFstarIVTM gPS, e-compass and 3-axis ac-

celerometer technologies the Z710-Ex enables field surveyors 

to determine their exact location quickly and collect accurate 

cadastral / geographical information.

More Than ToUgh enoUgh

MIL-STD-810G and IP65 certified with 6 feet drop and a wide 

range of operating temperatures from -20°C to 50°C, able to 

operate without interruption under the toughest of conditions.

rUgged YeT reSponSive

• Explosive atmosphere  ATEX certified (ATEX Zone 2/22)

• Android 4.1 Professional Operating System 

• Optional 3.5g WWaN for data and voice communication

• Optional 1d / 2d Imager barcode Reader and RFId

• 7‘‘ LumiBond™ Display with Getac QuadraClear™  

 Sunlight Readable Technology and Glove-enabled  

 Capacitive Touchscreen

• 6 Feet drop specified and IP65 certified

• SIRFstarIVTM High Sensitivity GPS

cerTificaTion

aTeX † II 3g ex ic IIC T5 gc 
† II 3d ex ic IIIb T100°C dc
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a TOuCH 

OF geNIuS

redefine TechnoLogY in The fieLd

The connectivity and communication capabilities of the Z710-

Ex boost productivity by allowing unprecedented mobility ac-

ross field service, field sales and asset diagnostic tasks. The 

enhanced 10-hour battery life extends operating time without 

the need for recharging. The Z710-Ex is changing the game by 

bringing a touch of genius into field applications.

graphicS inTenSe appLicaTionS

With its sunlight reflective 7 inch display, the Z710-Ex of-

fers the best qualification for graphics intense applications.  

documents can be viewed with ease, enabling users to access 

relevant data such as maintenance applications. 

goriLLa® gLaSS

By using Gorilla® glass 2, we ensure the screen withstands 

knocks, falls and scratches. It provides better touch respon-

siveness and brighter images without sacrificing damage  

resistance.

While servicing a piece of equipment, maintenance sheets or 

circuitry documentation can be downloaded instantly to give 

the operator all relevant information to carry out the service. 

enabling the user to get more done in less time. In case a 

damaged part is found, it can be documented with a built-in 5 

megapixel camera, which allows the image to be transmitted 

via WWAN for instant analyses for a quick response.

In production facilities – e.g. in the chemical industry – ac-

curacy of data is of great importance. Errors can be costly 

and even dangerous. This, is where the Z710-Ex can be a very 

helpful tool. It helps to identify individual substances within a 

container.  A check against a product‘s formula verifies accu-

rate consistencies, which ensures safety, product quality and 

avoids expensive errors.

worLd‘S firST 7‘‘ gLove-enaBLed
ToUch-Screen wiTh SUperB SenSiTiviTY

The new Getac Z710-Ex brings the world’s first capacitive touch-

screen, with Getac proprietary LumiBondTM technology, gorilla® 

glass, capacitive touch sensor and led panel with OCR (Opti-

cal Clear Resin), which provide unprecedented touch sensiti-

vity even with gloves on!
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Hd-Webcam

5 MP Camera

aTeX - 

Rubber I/O Cover

uSb (Client 2.0)

uSb (Host 2.0)

SIM Card Slot

microSd Card Slot

(Optional) 1d / 2d 

Imager barcode 

Reader

(Optional) RFId and cintactless Smart Card Reader

Power button

Volume Control button

barcode launch button

SKU idenTifier prodUcT deScripTion

Z710 -eX BaSic

a0003930       Z710-ex basic

a0003940       Z710-ex basic incl. 1d / 2d Imager

a0003941       Z710-ex basic incl. HF RFId Scanner

a0003942       Z710-ex basic incl. 1d / 2d Imager and HF RFId Scanner

Z710-eX preMiUM wiTh wwan

a0003931       Z710-ex Premium

a0003943       Z710-ex Premium incl. 1d / 2d Imager

a0003944       Z710-ex Premium incl. HF RFId Scanner

a0003945       Z710-ex Premium incl. 1d / 2d Imager and HF RFId Scanner



5

whaT iS The difference BeTween Zone 1 and Zone 2?

aTeX directive 94/9/ec defines Zone 2 as an area in which an explosive atmosphere (a mixture of air and flammable gases, 

steam or mist) is not to be expected under normal circumstances or just for a short period of time. Just one brief hazardous 

situation per year is enough to rate an area Zone 2. Zone 2 devices provide required ruggedness and fall protection, which ensures 

safety of use during normal operations without technical failures such as battery short. 

An area must be classified Zone 1 if an explosive atmosphere can develop occasionally during normal operations. In that case 

only Zone 1 certified product must be used, which even in exceptional situations ensures necessary safety in case of failure.

acceSSorieS

acceSSorY idenTifier deScripTion

a0003932 Z710-ex aC adapter Set with uS/eu/uK/CHN/aNZ Plug

a0003939 Z710-Ex Office Dock with AC Adapter (EU Power Cord)

a0003933 Z710-Ex Carry Bag

a0003934       Z710-ex Hand Strap 

a0003935       Z710-ex Shoulder Strap

a0003936 Z710-ex Vehicle Charger

a0003937       Z710-Ex Capacity Stylus & Tether

a0003938       Z710-ex aTeX Rubber I/O Cover
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SpecificaTionS

operating System android 4.1

Mobile computing platform OMaP 4430 dual Core 1 gHz

display 7.0“ TFT lCd WSVga (1024 x 600)

Storage & Memory 1 gb MddR
16 gb iNaNd

erweiterungssteckplatz microSdHC (up to 32 gb)

i/o interface 1 x uSb (Client, 2.0) 
1 x uSb (Host, 2.0) 
1 x Microphone 
1 x Speaker 
1 x dC in Jack 
1x docking connector (30-pin) 

communication interface Optional 3.5g WWaN  
(HSPa+/uMTS/edge/gPRS/gSM) for data and voice communication 
802.11 b/g/n
bluetooth (v2.1+edR class 2)
SiRFstarIV™ gPS (with internal antenna)

Software File Manager
gPS-eCompass 
Barcode Utility 
Barcode Config 
RFID Reader Utility 

power aC charger (24W; 12V/2a, 100-240 VaC; 50 / 60 Hz)
Lithium-Polymer smart battery (7600mAh)

(up to 10 hours of battery life)  
Charging time: Sleep mode, approx. 6 hours

dimension (w x d x h) & weight 21,8 x 14,2 x 2,7 cm
800 g 

field Service feature gPS: SiRFstarIV™
Hd Web camera
5M pixels auto focus camera
e-compass
g-Sensor
Optional 1d / 2d Imager barcode reader
Optional 13.56MHz RFId and contactless Smart Card Reader (ISO 15693 and 14443 a/b compliant)
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gpS Sensor  
Specification

Chipset: SiRFstarIV™
Receiver Type: L1 (C / A)
Channels: 48 channels all-in-view tracking
update Rate: 1 Hz
Horizontal Accuracy:
autonomous: 2.5 m / 8.2 ft
dgPS: 2.0 m / 6.56 ft
Cold Start Time: 35 sec average
Warm Start Time: 35 sec average
Hot Start Time: 1 sec average
Reacquisition: 0.1 sec average

rugged feature MIL-STD-810G and IP65 certified
Optional aNSI/ISa 12.12.01
Vibration resistant
drop resistant (26 drops from 1.82m / 6ft)

environmental  
Specification

Temperature:
- Operating: -20 °C to 50 °C
- Storage: -40 °C to 71°C
Humidity: - 95 % RH , non-condensing

alphanumeric  
data entry

Soft input panel (SIP) on screen keyboard

Security feature WiFi for WPa / WPa2 operation
authentication: OPeN, SHaRed-Key, PeaP
Encryption: WEP, AES, TKIP
Native software encryption, root protection, IPSec VPN,
software security support, network proxy settings,
password security (PIN, pattern, password)

Scope of delivery • aC charger 
• Quick start guide
• Capacitive stylus and tether
• Wrist strap
• Hand strap

• aTeX rubber I/O cover 

• ATEX safety precautions manual  

 uSb, dC in Jack, docking connector,  audio connectors and aC charger must not be operated in hazardous area.
 Battery performance will vary with software applications, wireless settings, power management settings, LCD  

 brightness, customized modules and environmental conditions. Battery life and charge cycles vary by use and settings.
  Weight varies from configurations and optional accessories.
  The accessories must be used with Z710-Ex in potentially explosive atmospheres to ensure safety.
  Read safety precautions carefully before starting to use the device.



Locate your nearest ecom partner on www.ecom-ex.com
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germany (headquarters) 1

ecom instruments gmbH
industriestraße 2
97959 assamstadt
Phone +49 62 94 42 24-0
Fax +49 62 94 42 24-100
sales@ecom-ex.com
1 also covering austria

ecom benelux 2

ecom instruments bV
Watertoren 45c
3247 cl Dirksland, netherlands
Phone +31 1 87 60 59 16
Fax +31 1 87 60 33 47
info.nl@ecom-ex.com
2 also covering belgium and luxemburg

france 3

ecom nied sarl
4 rue ettore bugatti 
67201 eckbolsheim
Phone +33 3 88 76 46 84
Fax +33 3 88 76 02 85
info.fr@ecom-ex.com
3  also covering algeria, egypt, Morocco,  

Tunisia and libya

italy
ecom instruments srl
Via gandhi, 15 galleria
20017 rho (Mi) 
Phone +39 02 93 90 92 16
Fax +39 02 93 90 62 97
info.it@ecom-ex.com

americas

usa
ecom instruments inc.
1779 Westborough Drive, suite 102
katy, Texas 77449
Phone +1 281 496 59 30
Fax +1 281 496 23 21
info.us@ecom-ex.com

asia

china  
ecom instruments gmbH 
Beijing Office
room 11-c, ciTic building Tower a 19
no.19 Jianguomenwai Dajie, choyang District
beijing 100004
Phone +86 1 08 52 61 81 76 01
Fax +86 1 08 52 61 43 6
info.cn@ecom-ex.com

south east asia
ecom instruments (sea) Pte ltd.
12 arumugam road
#05-11 lion building b
singapore 409958
Phone +65 61 00 33 29
Fax +65 63 99 33 29
info.sg@ecom-ex.com

switzerland 
ecom instruments gmbH 
Merkurstraße 2 
6210 sursee
Phone +41 4 19 21 60 00 
Fax +41 4 19 22 00 08 
info.ch@ecom-ex.com

united Kingdom
ecom instruments ltd
a310, The Wilton centre,
redcar, Ts10 4rF,
united kingdom
Phone +44 1642 46 54 00
Fax +44 1642 46 54 02
info.uk@ecom-ex.com

middle east 
ecom instruments fze
P.o. box 8918
saif-Zone, sharjah, uae
Phone +971 6 5 57 34 30
Fax +971 6 5 57 34 31
info.uae@ecom-ex.com

Finden Sie den ecom Partner in Ihrer Nähe unter www.ecom-ex.com

europa

Deutschland (hauptniederlassung) 1

ecom instruments gmbH
industriestraße 2
97959 assamstadt
Phone +49 62 94 42 24-0
Fax +49 62 94 42 24-100
sales@ecom-ex.com
1 ebenfalls zuständig für österreich

ecom benelux 2

ecom instruments bV
Watertoren 45c
3247 cl Dirksland, netherlands
Phone +31 1 87 60 59 16
Fax +31 1 87 60 33 47
info.nl@ecom-ex.com
2 ebenfalls zuständig für belgien und 
 luxemburg

frankreich 3

ecom nied sarl
4 rue ettore bugatti 
67201 eckbolsheim
Phone +33 3 88 76 46 84
Fax +33 3 88 76 02 85
info.fr@ecom-ex.com
3  ebenfalls zuständig für algerien,  

ägypten, Marokko, libyen und Tunesien

italien
ecom instruments srl
Via gandhi, 15 galleria
20017 rho (Mi) 
Phone +39 02 93 90 92 16
Fax +39 02 93 90 62 97
info.it@ecom-ex.com

amerika

usa
ecom instruments inc.
1779 Westborough Drive, suite 102
katy, Texas 77449
Phone +1 281 496 59 30
Fax +1 281 496 23 21
info.us@ecom-ex.com

asien

china  
ecom instruments gmbH 
Beijing Office
room 11-c, ciTic building Tower a 19
no.19 Jianguomenwai Dajie, choyang District
beijing 100004
Phone +86 1 08 52 61 81 76 01
Fax +86 1 08 52 61 43 6
info.cn@ecom-ex.com

südostasien
ecom instruments (sea) Pte ltd.
12 arumugam road
#05-11 lion building b
singapore 409958
Phone +65 61 00 33 29
Fax +65 63 99 33 29
info.sg@ecom-ex.com

schweiz
ecom instruments gmbH 
Merkurstraße 2 
6210 sursee
Phone +41 4 19 21 60 00 
Fax +41 4 19 22 00 08 
info.ch@ecom-ex.com

vereinigtes Königreich
ecom instruments ltd
a310, The Wilton centre,
redcar, Ts10 4rF
united kingdom
Phone +44 1642 46 54 00
Fax +44 1642 46 54 02
info.uk@ecom-ex.com

naher osten
ecom instruments fze
P.o. box 8918
saif-Zone, sharjah, uae
Phone +971 6 5 57 34 30
Fax +971 6 5 57 34 31
info.uae@ecom-ex.com
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